


 

tools needed

level (4’)measuring tape

jig saw jig saw blades (2x)
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Grab Bar and Secondary Supports
The Seated Shower comes with a built in grab bar, that does
not need any secondary reinforcement.
If you would like to add additional grab bars or faucetry
now would be the time to add the necessary reinforcements. 
Add a 2 x 6 wood block in place, where any additional
grab bars will be anchored. See figure 2

Seated Shower Test Fit
Once wood frame has be built, it is time to test fit the
Seated Shower. Prior to moving the Seated Shower into 
position, a 4’ level should be used to ensure the Seated  
Shower is level. 
If it is not level, the Seated Shower has 5 leveling feet 
that can be adjusted using an adjustable
wrench. All of the five feet need to be lowered or 
raised to ensure they sit firmly on the floor.

After Test Fit is compete, the Seated Shower should be 
temporarily removed in order to modify and adjust any
water lines and drain fittings into final installed position.

When all drain and water lines are in position, slide 
the Seated Shower back into the wood frame enclosure
for permanent install.

Note: Seated Shower has a clear, thin plastic protective coating 
that should be removed after installation.
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Securing Seated Shower 
In order to permanently secure the Seated Shower, a 1-1/2”
drywall screw will need to be drilled though the 
Seated Shower Flange into a the wood studs.

Warning: In order to prevent cracking of 
the acrylic flange, a 1/8” pilot hole should
be drilled prior to drilling the 1-1/2”
drywall screw. Care should be taken
not to over tighten the drywall screw
into the flange. Over tightening will crack
or break the flange.

Adding Drywall 
After the Seated Shower has been secured to wood frame, 1/2”
drywall should be applied to all three walls. Drywall should rest
on top Shower Stall flange.
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